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Studio Matt Textured Rag 310

•	 �Leave papers open to the air to fully 
dry for a few hours after printing, (24 
hours are recommended) and avoid 
stacking on top of each other straight 
away.       

•	 The storage of all papers should take 
place in a recommended climate of 10-
25°c, relative humidity of 30 - 50%  
and out of direct sunlight.

•	 Do not exceed temperatures of 82°c 
(180°f) when dry mounting.

•	 �Return unused paper to the original 
box and store flat. If storing the paper 
outside the original box, only use archival 
packaging.

Fotospeed Studio Matt Textured Rag 310 is a 100% cotton fine art 
paper designed for professional photographers, artists, and printmakers. 
Its watercolour textured surface brings a traditional, handcrafted feel to 
your prints, making it perfect for portfolio folders, exhibitions, and art 
reproduction.

Delivering pin-sharp details and exceptional colour consistency, Studio 
Matt Textured Rag 310 ensures your work is captured with rich tones 
and a wide colour gamut. Free from optical brighteners (OBA FREE) and 
offering excellent water resistance, this paper guarantees both beauty 
and durability for archival-quality prints.

•	 100% Cotton Base
•	 Watercolour Textured Surface
•	 Pin-Sharp Details
•	 High Colour Consistency and Wide Gamut
•	 OBA FREE (No Optical Brighteners)
•	 Water Resistant

Thickness	 550 micron

Weight (gsm)	 310 gsm

Coating Type	 Matt

Whiteness (CIE)	 >79

Base Material	 100% Cotton

Opacity	 >98

•	 Fine Art & Photographic open and 
limited edition prints

•	 Fine Art & Photographic reproduction 
and restoration

•	 Portfolios 
•	 Albums
•	 Black and White Photography

Media Availability

ROLLS 17” 24” 36” 44” 60” 64”

- • - • - -
SHEETS A4 A3 A3+ A2 Panoramic

- - - - -


