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Fotospeed
TEST CHART PRINTING INSTRUCTIONS

Adobe Colour Print Utility for Epson, Canon and HP printers

INTRODUCTION

One of the prime concerns of many photographers when producing inkjet prints is the
ability to reproduce onto paper what is seen on the computer screen. The main reason for
this is the simple but little known fact, that all printers interpret colour differently. Each one
has an in-built generic profile that it uses to describe the colour that it “should” produce.
This is built in by the manufacturer and in reality, is a ‘guess’ at what the printer should do.
The guess is often wrong. A profile is essentially a description (a label or tag) of the
characteristics of a device. For instance, each time you take a picture with a digital camera
it will embed a profile within each image file. This profile is a description of the colour within
that image file, which is a known international standard.

In order to ensure that the colour description is carried through to the printer, an output
profile needs to be built for each paper that is used on a particular inkjet printer using a
particular ink set and paper combination. An output profile will deliver known, consistent
colour to your inkjet printer. This is achieved by converting the colour values in the input
profile accurately to the output profile ensuring that the original colour description is
maintained; much like a translation between 2 languages.

Building an output profile is a simple process. However, like most things in life, particularly
computing, the process must be set up correctly.

The first part of this process is to print a test chart which will be used to create the profile.
The test chart is the first building block to creating accurate printer output. It is essential
that it is printed using the correct procedure. This is not difficult to do but if you are
unfamiliar with colour management, it can easily be done incorrectly. If printed incorrectly
then the subsequent output profile will be incorrect. Following the instructions will ensure
that the test chart printing process is carried out correctly and you will be guaranteed
consistent, accurate colour each and every time you create a print. This will increase your
enjoyment as well as saving time and money in reduced waste of paper, ink and time.

In order for an output profile to work correctly it is essential that the colour management
(Colour Control) within the printer is switched off. If left on it will conflict with your custom
profile resulting in inaccurate colour reproduction. There are many different printers on the
market today and many of them use different methods of switching off the colour
management within them.

In order for an output profile to work it must be able to convert from an input profile, as
mentioned earlier. In order for an input profile to be available you must use a graphics



program that is capable of colour management. The best and most often used by digital
photographers are Adobe Photoshop or Adobe Elements.

It is essential that the test charts are printed correctly so please ensure that you follow the
instructions precisely. If you provide an accurate test chart then you will be given an
accurate profile. Equally, remember that garbage in = garbage out.

Print the test chart on each paper that you want profiled, complete the Booking Form and
post the chart to the address shown at the bottom of the Booking Form.

PLEASE READ THE INSTRUCTIONS CAREFULLY

NB: We do also offer a Log-Me-In service for £20 where one of our tech team will remotely
access your computer to set up and print out the test chart for profiling.

If you would like any more information on this, or would like to book in a session, please
email info@fotospeed.com or call on 01249 714 555.



Downloading the Adobe Colour Print Utility

To download the Adobe Colour Print Utility:

Start by going to our website — www.fotospeed.com and then go to the ‘Support
Tab on the green bar across the top of the page.

Then go down to ‘Printer Profiles’>’Generic Printer Profiles’.

This screen will load with the ACPU link at the top of the page (as shown below):

Generic Profiles

WJ Generic profiles are great for testing out Fotospeed papers with your printer and ink combination. The generic
—_ profile however will never be as accurate as a Custom ICC Profile. We can make this for you Free of Charge with
- all the papers that we distribute.

Download our Fotospeed Profiling Pack to have a custom profile made.

Download the Adobe Color Print Utility (ACPU) specifically designed to print your targets without color
management applied.

Adobe
Color Print
Utility »

Fotospeed
Profiling

POF

Click on the link and the Adobe Colour Print Utility will automatically download.

If you have’t already, you can download the test chart (that will need to be printed
and sent into us for profiling) from the link titled ‘Fotospeed Profiling Pack’



Printing the Test Chart:

PC
Once you have downloaded the Adobe Colour Print Utility, go into your downloads folder
on your computer.

The ACPU folder will be a zipped file, so right click on the download and select ‘Extract
All...

Once this has been selected, the pop up box (shown below) will appear:

i
1) Extract Compressed (Zipped) Folders
Select a Destination and Extract Files
Files will be extracted to this folder:
Browse.
[¥] Show edracted files when complets

Cancel

Once extracted, your file explorer will open with the Adobe Colour Print Uility file.
Double click, and it will open as shown below:

Iy =1 Adc
Home Share View
\’(—w w R » ThisPC » Downloads » Adobe ColorPrint Utiltiy » A
%3 Dropbox A Name ’ Da
1) ACPU-MAC.dmg (1)
/8 This PC : 5
1) ACPU-PC
m Desktop
‘| Documents

# Downloads
' Music

= Pictures

Double click on the ‘ACPU-PC’ file, and select ‘Run’ when the message below shows:

Compressed (zipped) Folders n

This application may depend on olher compressed
! fies n this folder

For the appicalion to un propedy, & recommendsad
that you first exdract all fles

R e



Once selected, your file explorer will open and you will be asked to select a Tiff file to
print. This is referring to the test chart, so you will need to locate the chart titled ‘TC9.18
RGB’ and double click on it to open into ACPU.

(7 v ¢ « Desktop + Printing Test Chart v & earch Printing Test Chare »r

Please select a TIFF file to print n
I Organize »  New folder B O @

4 Recent places (o

{
i
|

8 Videos
@ Creative Cloud Fi
& Dropbox

™ This PC TCO.18 RGE
| I Desktop iSas(Ad) elect & file
{ Documents
# Downloads
¥ Musc
& Pictures
& Videos
L System (C:)

v

File name: v | TIFF files ("8 v

Open Cancel |

Once selected, the test chart will open into the corner of your screen as shown
below:

oyl Adobe Color Printer Utility - oIER
:I - . a ’ Pt Setuo...

: ! Port..
3 I

| P

i iEREEREEE

)
R )

Select ‘Print Setup’ and check that the paper size is set to A4.
Then go to ‘Print’ which will open your printer driver.

Now go to the correct page to go through setting up your printer driver.



Printing the Test Chart:

MAC

Once you have downloaded the Adobe Colour Print Utility select the zipped file

This will then open up another folder named ‘ACPU.dmg’.
Double click on this.
(Shown below)

@ Finder File ESt View Go Whndow beb

)
it

| = B By ®
g . g .
ZIP ZIP

This will then open up a final window. At this stage, hold down the
‘CTRL key on your keyboard, click on the blue Adobe Colour Print
Utility icon and select ‘Open’.

ST T Rl (W7 T -

TXT TXT




Once you have done this, a separate box will open asking you to ‘Select a Tiff File to
Print’.

This is referring to the test chart (TC9.18 RBG...) that you will be printing onto your
paper(s) of choice.

When this box comes up (as shown below) locate the test chart and double click. This
will then open the chart into Adobe Colour Print Utility.

e, Please select a TIFF to print

(«/»] 88 = m) (@ERGB B Q

DEVICES ——
Do Il 23

NB: As you can only print Tiff files from Adobe Colour Print Utility, all other files
will be greyed out.

The test chart will then open into the top left hand side of your screen and will appear as
shown in the image below.

If the box asking you to select a TIFF file doesn’t appear, then click on the blue
ACPU icon in the dock, and then select File and Open in the top left of the screen.
This will the bring up the box in which you can select the Profiling Chart to open.

Select ‘Print Setup’ and check that the paper size is set to A4.

Now go to ‘Print’ which will open your printer driver.

|_Prrt Setuo... |
Prrt

. T Fotospeed Colour Management |
| —— |
- I

e
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PC - Epson Printer Driver Settings

Printer Settings:
Printer Settings — Epson R2880, R2000, R3000, 3800, 3880, SC-P600,
SC-P800

Start by selecting the correct media type.
You should selecting ‘Epson Premium Semi-Gloss’ for any semi-gloss/lustre/glossy
papers and ‘Epson Archival Matte’ for any matte papers.

Set the Colour to ‘Colour’.

Then set the print quality. On this drop down select ‘Quality Options’ and the box
shown bottom right will appear. Set the quality level to 4.

Make sure the Mode is set to ‘Off’ (No Colour Adjustment) to ensure all colour
management has been swicthed off in the printer driver.

Finally, set the size to A4 and make sure 'Borderless’ is left un-checked.

- EPSON SC-P600 Series Properties B
& Main |[7) Page Layout | /* Utiity
Select Setting : | Current Settings v Save/Del...

Media Settings (

Quality Options

Media Type : | Epson Premium Semigloss v Custom Settings...

|

Ink :Photo Black Ink Paper Config... LEVEL 4 (Quality)

{
Color : Color v 3 4 5
Print Quality : | Quality Options v Speed Quality
Mode :(J) Off (No Color Adjustment) v

Setting Information
Paper Settings = T
Prin lity : | SuperPhoto - 1440x1 i
Source : Sheet v int Quality pe pi
e 2

Size : A4 210 x 297 mm v User Defined... MicoWeave: | On

[]Borderless

= []High Speed
Ink Levels
[Jprint Preview f m [_] Edge Smoothing
[[JLayout Manager _\Q eta
Y IM LC WM C LK LK PK MK ] ‘ oK Cancel Help
Reset Defaults(Y) Version 6.72

[ oK || Cancel Help




PC - Epson Printer Drivers

Printer Settings:

Epson R2400, 1800, 800 and1400

Start by setting the Quality Options to ‘Best Photo’.

Then select the correct media type under the ‘Paper Options’ section.
You should select ‘Epson Premium Semi-Gloss’ for any semi-gloss/lustre/glossy
papers and ‘Epson Archival Matte’ for any matte papers.

Then select ‘Advanced’ on the bottom right hand corner of the printer driver and the
box demonstrated to the bottom right of this page will appear.

Once this has opened, select ‘ICM’ and then tick ‘Off (No Colour Adjustment)’.
This ensures all of the colour management is switched off in the printer driver.

eSS

o EPSON Stylus Photo 1400 Series Properties ﬁ

1
i | &8 Main % Page Layout | €8 Maintenance

Quality Option

a e 4
= - P T “
() Draft ®) Text (O Text&lmage (O Photo () Best Photo
Paper Options Print Options
[ PhotoEnh,
Source: Sheet V| [[]Borderless IS hhoREes
[] Reverse Order
Type: | plain papers i ["] Print Preview
Size: | A4 210 % 297 mm v
Ink Levels Orientation
(@ Portrait
() Landscape

How to Buy

.....
1

Reset Defaults | Technical Support

Show Settings

Advanced

[ ok

J Cancel Help

&4 Main | ¢ Page Layout | &8 Maintenance

Paper & Quality Options Color Management

Sheet v | [[]Borderless () Color Controls
FvET—————" (O PhotoEnhance
pson Premium Semigloss @IcM

Phoato
[v] Off (No Color Adjustment)

A4.210 % 297 mm v

Orientation

(® Portrait () Landscape

Print Options
[ Reverse Order

[V] High Speed

[7] Grayscale

[] Edge Smaothing
[T Print Preview

Show all profiles

Custom Settings v | Save Setting

Reset Defaults

Technical Support

[ oK Cancel

) EPSON Stylus Photo 1400 Series Properties

Basic

[] Show this screen first

Help




PC - Printer Driver Settings

Printer Settings:
Epson 1290 & 2100

Start by selecting the correct media type - ‘Premium Semi-Gloss’ for any
semi-gloss/glossy/lustre type papers or ‘Archival Matte’ for any matte papers.

Make sure Colour is set to ‘Colour’.
Set the mode to ‘Custom’.

Then go into ‘Advanced’ and under the colour management section select ‘No Colour
Adjustment’.

4 EPSON Styl&s Photo 2100 pliﬁiiﬁaﬁ:é;élences

G Main |3 Paper | 25 Layout | §8 Utiny |
Media Type
A8 210 237 mm [Ptemium Semigloss Photo Paper 3
= CM.A
& Color " Black
—Mode
g C Automatic
rn (" PhotoEnhance
22!; & Custom
{Cuslom Settings EI
|
Catridge Option :
Photo - 1440dpi
Color Controls Photo Black T0341
MicroWeave : On
High Speed : Off
“EpsoN [ R
Version 5.50
ok | concel | iy | He |




PC - Printer Driver Settings

Printer Settings:
Epson 1900

Start by selecting the ‘Advanced’ tab and you will see the window shown at the
bottom of the page.

The media type depends on which paper you are using:
Select ‘Epson Premium Semi-Gloss’ for any semi-gloss/glossy/lustre finish papers
or ‘Epson Archival Matte’ for any matte papers.

Then select the drop down box on ‘Print Quality’ and select ‘Best Photo’.

You also need to make sure that all of the colour management is swicthed off in
the printer driver. To do this, select ICM and then check the box ‘Off (No Colour
Adjustment)’.

Finally make sure that the paper size is set to A4, ‘borders’ is checked and you
have selected to print portrait in the orientation section.

r N
& EPSON Stylus Photo R1900 Series Printing Preferences 2 X

@ Main @ Advanced | ¢ Page Layout @ Maintenance

Paper & Quality Options Color Management
Sheet v / O Color Controls
O PhotoEnhance

Ultra Premium Photo Paper Luster v ®ICM

Best Photo v

Off (No Color Adjustment)
Letter (81/2% 11 in) v

(® Borders O Borderless

Orientation
(® Portrait (O Landscape

Print Options
[] Reverse Order

Gloss Jo Auto v
[ High Speed

[C] Edge Smoothing

[ Print Preview

v Custom Settings v | | Save Setting...
Reset Defaults Online Support

[ OK ][ Cancel ]

[] Show this screen first




PC - Canon Printer Driver Settings

Start by selecting the media type in the driver- This will either be ‘Photo Paper Plus
Semi-Gloss’ for any semi-gloss/glossy/lustre finish papers or ‘Matte Photo Paper’ for
any matte papers.

Set the paper size to A4.

Then select the drop down on Print Quality and set it to ‘High’.

Once you have done this, go to the ‘Main’ tab. This will open up the window shown
bottom left.

On this window, go to the 'Colour/intensity’ section, select ‘Manual’ and then ‘Set’.

This will then open up a final window shown to the bottom right of the page.
On this, go to the ‘Matching’ tab and set it to ‘None’.

Guck 500 Man | Page Seto | Martenance

Commonty Used Setongs
g S - M
B Pt Prreny
(1) Busness Document
W7 Paper Sawrg

i W SN c—

Asstional Festues
(] Duglex Prrtrg (Morws)
Grayscaie Ptng

Meda Tipe Prrtgr Paper Size

Plan Paper v Letter 3 5%11° 22Q28cm v
Omertaton ® Potrag Largscace

Prrt Guaity Paoer Source

Sandard v RewrTay v

[ Aways Bt with Curert Semngs Defauts

e Carvon PRO-100 series Properties W | "o oo sgpimare [T e

| Coer mect | Metcting
= ==
|| Cokor Camecton
Meda Type Ghasay Photo Paper b2 I || | Oteer Matchng
KN
' | Paper Source: Rear Tray - e
Prott Qualty
Hgh
| @ sunts I
— Bk
Canicen }
Gkssy Phow Paper Cooutniats ty i
M Ao
=

Preview belote prrng

Detats
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PC - HP Printer Driver Settings

Select your paper type - Either Premium Semi-Gloss for any gloss type paper or Archival
Matt/Ultra Premium Presentation Matt. (Depending on what options are available)

You will also need to make sure colour management is turned off in the printer driver.
Select Colour > Colour Management > Application Manages Colours.

Make sure the paper size is set to A4.
Do not select borderless as it needs to be printed as is.

Set the quality to 'Best'.

IerPOfﬁ:cM ;aaommzm! P |
" Layout | Pagee/Qualty | Prrting Shosot

Onentation:
Print on Both Sides Manually:
2 None -

Page Order:
Fromt to Back -

Page Format

T

Pages per Sheet 1 -

{LAdvanced... | k9100 series Document Properties _ @

tcuts [ Features | Color |

ok J[ coxa |

@ Print in color

Print in grayscale

j

(Il

Composite gray

Color management:

(Applcation Managed Colors ~

(D) | Printer Services ] [ Hep |




MAC - Printer Driver Settings

It may appear that the MAC printer driver instructions are not as thorough as the instructions
for printing from a PC; however this is not the case. With MAC computers, the driver settings
stay almost exactly the same for all different printers.

With the introduction of Sierra , there were also some fundamental changes to the way colour
management and the printer drivers work. Initially this caused some major problems, but for
the most part, these are now fixed. It is very important to download the latest printer driver for
your printer before attempting to get your printer profiled — some drivers did not work with the
new operating systems at first, and new versions were released to fix this.

Printer:

Presets:

Copies:

Paper Size:

Page Setup:
Media Type:

Color:

Color Settings:

Print Quality:

Print

© EPSON Stylus Photo R2880 [
Default Settings B

1

625x9 B 6.25 by 9.00 inches

Print Settings B
Advanced Color Settings

Standard

Premium Photo Paper Glossy

16 bit/Channel

SuperFine - 1440dpi o

High Speed

Mirror Image

? PDF n Hide Details Cance!

Printer:

Presets:

Paper Size:

Eoint,,
© EPSON Epson Stylus Pro 3880 3
Default Settings

Super A3 / B 13 x 19... ¢ | 12.95 by 19.01 inches

Color Matching

?) | POF » Hide Details Cancel

[ Save |

The settings differ slightly depending on
whether you are using a Canon or Epson
printer, so we have included both what you
will see on an Epson and Canon driver in
the instructions below.

Firstly make sure the paper size is set to
A4.

Then go to ‘Printer Settings’ / ‘Quality &
Media’ to set the media type.

This is dependent on which paper you are
using:

-Set it to ‘Epson Premium
Semigloss’/’Photo paper pro semi-gloss’
for any glossy/semigloss/lustre papers.
-Set it to ‘Epson Archival Matte’/’Matt
Photo Paper’ for any matte papers.

Then make sure the ‘Colour Settings’
sections is either greyed out or set to ‘Off
(No Colour Adjustment)’.

Choose Superfine 1440dpi for Print
Quality.

Then go back to the drop down in the
centre of the driver and select ‘Colour
Matching’ and make sure the options (as
shown to the left) are either greyed out or
set to Epson Colour Controls



MAC- Print Driver Settings

Canon
Print

Printer: | @ Canon PRO-1000 series 2 B
Firstly set your paper size to A4 e Mg -

Copies: 1
Then click on layout and select: BepeiiSke:il M [l 20iby 202
“Quality and Media” ) Quality & Media &
From here Select the media type (i) Media Type: Photo Paper Pro Luster Q

Paper Source: Rear Tray B

This is dependent on which paper you are Print Quality: |_High B
USing: Black and White Photo Print
For Gloss/Semi-gloss/Lustre papers. 7, | poF [ Hide Details | 4 Lowlnk Cancel

-Set the media type to:
Photo paper Pro Lustre
For All Matte Papers:
-Set the media type to:
Matte photo Paper

Print
Next, choose “High Print Quailty”
Printer: @ Canon PRO-1000 series 2 [T |
Then select the Color Matching tab to check Prosets: | Dofault Setiings =
that the colour settings are greyed out. Copies: |1 .
(NO COIOUfAdeStment). Paper Size: A4 u 7210 by 287 mm
Color Matching [T

The last step is to click “Print”.

? PDF §g | Hide Details . Low Ink Cancel




